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! NEW!
! NEW!

Examination couch with liftable stresstest unit
ergoselect 1100

•	 		comfortable	examination	couch	with	adjustable	headboard

•	 		stresstest	unit	lifted	electrically

•	 		removable	head-	and	shoulder	support

•	 		speed	independent	load	from	6	-	400	Watt

•	 		integrated	stresstest	programs,	userd	efinable

•	 		manual	mode

•	 		digital	and	analog	interface	to	ECG	and	PC-ECG

•	 		various	colours	available
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Technical Data

Ergometer ergoselect 1100

brake system microprocessor controlled eddy current brake

load 6 - 400 Watt, speed independent

accuracy according to DIN VDE 0750-238

speed range 30 - 130 U/min

patient weight (max.) 220 kg

control unit

Display  /  Patientdisplay load, rpm, time, heart rate  (LCD)  /  rpm (LED)

Keyboard foil keyboard

stresstest programs

user definable 10

predefined programs (WHO, Hollmann etc.) 5

manual load adjustment 

options

automatic bloodpressure measurement 

interface

 digital (RS-232) / analog (load) / remote start 

miscellaneous

dimensions, max.  (L x W x H) ca.  210 cm x 75 cm x 80 cm (examination couch)

weight ca. 140 kg

power supply 90-265 V  /  50-60 Hz  /  60 VA max.

   standard        option 

stresstest unit lowered patient display (rpm)

colours:

standard


